KRN-ISW-MHP-0842G

14-port Gigabit Managed Industrial POE Switch

10-Port 10/100/1000Base-T + 4 (100/1000M) SFP L2
Plus Managed POE+ Switch
L2+ features provide better manageability, security, QoS,
and performance.
Support L2+ Switching features including 802.1Q VLAN, Mirroring,
Port isolation, IGMP Snooping, DHCP Snooping, LLDP, POE+
management, IP Source Guard, ARP inspection, ACLs etc.
Support spanning tree STP(802.1D) and RSTP(802.1W).
Jumbo frames support up to 9.6K kilobytes.
Support enhanced management through WEB, CLI, TELNET,
SSH, SNMP.
Support cable diagnosis
Supports both IEEE 802.3af and 802.3at, and every port PoE
configuration function
G.8032, support <50ms industrial quick ring protection
48 VDC (46 ~57VDC), dual redundancy power input design for
non-stop working, 6-pin 5.08mm-gap plug-in terminal

Product Description
Th�s L2+ managed POE+ sw�tch, prov�des a
rel�able �nfrastructure for your bus�ness network.
It del�vers more �ntell�gent features you need to
�mprove the ava�lab�l�ty of your cr�t�cal bus�ness
appl�cat�ons, protects your sens�t�ve �nformat�on,
and opt�m�zes your network bandw�dth to del�ver
�nformat�on and appl�cat�ons more effect�vely. It
prov�des the �deal comb�nat�on of affordab�l�ty
and capab�l�t�es for entry level network�ng of
�ndustr�al, small bus�ness or enterpr�se
appl�cat�on wh�ch demands �ndustr�al,
surve�llance, IP Phone, IP Camera or W�reless
appl�cat�ons, thus helps you create a more
eff�c�ent workforce.
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In short, �t prov�des secur�ty, performance, qual�ty
of serv�ces, central managed and other network
control capab�l�t�es. Opt�m�zed and custom�zed
des�gn and affordable pr�c�ng, �t best f�t for SMB or
entry-level enterpr�se solut�on. It passed the
r�gorously test�ng to del�ver excellent performance.
As a managed sw�tch�ng solut�on, �t also prov�des
the flex�b�l�ty to manage and pr�or�t�zes su�tablebandw�dth traff�c such as vo�ce. In add�t�on, �t has
advance secur�ty and g�ves you t�ght control to
safeguard the network from unauthor�zed users.
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Technical Specification
14-Port Managed Industr�al POE Sw�tch (KRN-ISW-MHP-0842G)
Performance (Sw�tch�ng capac�ty and forward�ng rate )
Product

Capac�ty �n M�ll�ons of Packets per Second (mpps) (64-byte packets)
Sw�tch�ng Capac�ty �n G�gab�ts per Second (Gbps)

41.6
52

Interface
Ports

10-Port 10/100/1000Base-T + 4 (100/1000M) SFP

Layer 2 Sw�tch�ng
Spann�ng Tree
Protocol (STP)

Standard Spann�ng Tree 802.1d
Rap�d Spann�ng Tree (RSTP) 802.1w

G.8032 ERPS

<50ms r�ng protect�on for �ndustr�al h�gh rel�able appl�cat�on

Aggregat�on

L�nk Aggregat�on Control Protocol (LACP) IEEE 802.3ad;
Up to 7 groups ; Up to 14 ports per group

VLAN

Support up t o 4K VLANs s�multaneously (out of 4096 VLAN IDs) ; Port-based
VLAN; 802.1Q tag-based VLAN

IGMP v1/v2
snoop�ng

IGMP l�m�ts bandw�dth -�ntens�ve mult�cast traff�c to only the requesters;
supports 1024 mult�cast groups (source-spec�f�c mult�cast�ng �s not supported)

Secur�ty
Secure Shell
(SSH) Protocol
Secure Sockets
Layer (SSL),
HTTPS
Port Secur�ty
DHCP Snoop�ng

SSH secures Telnet traff�c �n or out the sw�tch, SSH v1 and v2 are supported
SSL encrypts the http traff�c, allow�ng advance secure access to the browser based management GUI �n the sw�tch
Locks MAC Addresses to ports, and l�m�ts the number of learned MAC
addresses
prevent unauthor�zed conf�gurat�on and use of IP addresses, wh�le prov�d�ng
support for IP Source Guard and ARP detect�on

IP Source Guard

Prevents datagram w�th spoofed addresses from be�ng �n the network

ARP Inspect�on

Prevent ARP spoof�ng attacks and ARP

Storm control

ACLs
Qual�ty of Serv�ce

Prevents traff�c on a LAN from be�ng d�srupted by a broadcast, mult�cast, or
un�cast storm on a port
Support for up to 256 entr�es; Drop or rate l�m�tat�on based on source and
dest�nat�on MAC, VLAN ID or IP address, protocol, port, d�fferent�ated serv�ces
code po�nt (DSCP) / IP precedence, TCP/ UDP source and dest�nat�on ports,
802.1p pr�or�ty, Ethernet type,
Internet Control Message Protocol (ICMP)
packets, IGMP packets, TCP flag

Hardware

Support 8 hardware queues

Schedul�ng

8 COS queues per port support str�ct pr�or�ty and we�ghted round-rob�n (WRR)

Class�f�cat�on

Port based; 802.1p(PCP) VLAN pr�or�ty based;

Rate L�m�t�ng

Ingress pol�cer; egress shap�ng and rate control; per VLAN,
per port and flow based
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Management (Web/ SSL, Telnet/ SSH, p�ng, Tr�v�al F�le Transfer Protocol (TFTP), SNMP, Syslog)
Web GUI
Bu�lt-�n sw�tch conf�gurat�on ut�l�ty for browser -based dev�ce conf�gurat�on (HTTP/
�nterface
HTTPs). Supports conf�gurat�on, system dashboard, ma�ntenance, and mon�tor�ng
Dual �mage prov�des �ndependent pr�mary and secondary OS f�les for backup wh�le
Dual Image
upgrad�ng
F�rmware
Web browser upgrade (HTTP/ HTTPs) and TFTP ; Upgrade through console port
upgrade
as well
Traff�c on a port can be m�rrored to another port for analys�s w�th a network analyzer
Port
or RMON probe. Up to N-1 (N �s Sw�tch ’s Ports) ports can be m�rrored to s�ngle
m�rror�ng
dest�nat�on port. A s�ngle sess�on �s supported.
Other
S�ngle IP management; HTTP/HTTPs; SSH; RADIUS; DHCP Cl�ent; SNTP; cable
management d�agnost�cs; p�ng; syslog; Telnet cl�ent (SSH secure support)
Green Ethernet
Compl�ant IEEE802.3az Energy Eff�c�ent Ethernet Task Force. Automat�cally
Green and
turns off power on G�gab�t Ethernet RJ-45 port when detect�ng l�nk down or Idle
Energy-sav�ng
of cl�ent. Act�ve mode �s resumed w�thout loss of any packets when the sw�tch
Ethernet (EEE)
detects the l�nk up
Cable length
Adjusts the s�gnal strength based on the cable length. Reduces the power
detect�on
consumpt�on for cables shorter.
General
Jumbo frames

Frame s�zes up to 9KB supported on G�gab�t �nterfaces

MAC Table

Up to 8K MAC addresses

D�scovery
L�nk Layer D�scovery
Protocol (LLDP)
PoE
PoE
Standard:
PoE Ports:

Used by network dev�ces for advert�s�ng the�r �dent�t�es, capab�l�t�es, and
ne�ghbors on a IEEE 802 local area network, pr�nc�pally w�red Ethernet.

IEEE802.3af/IEEE802.3at
8 ports support PoE

PoE Port
Power:
Power
Type:

30W per PoE port by default, can be
custom�zed by Web management software
End-span (M�d-span opt�onal)

M�n�mum Requ�rements
Web browser: Moz�lla F�refox vers�on 2.5 or later, M�crosoft Internet Explorer vers�on 6 or later;
Category 5 Ethernet network cable;
TCP/IP, network adapter, and network operat�ng system (such as M�crosoft W�ndows, L�nux, or
Mac OS X) �nstalled on each computer �n network
Env�ronmental (prel�m�nary)
D�mens�ons
Work�ng
Env�ronment
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165x145x45mm
Operat�ng temperature : -40 to 75 ℃; Storage temperature : -40℃ to 75 ℃;
Operat�ng hum�d�ty: 10% to 90% relat�ve, non-condens�ng
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Product Size Display

Product Application Display
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Product Ordering Information
Product Model: KRN-ISW-MHP-0842G
Product Description: 14-Port Gigabit Managed Industrial PoE Switch with 10-Port
10/100/1000Base-T + 4 (100/1000M) SFP slots. Port 1-8 supports PoE, IEEE 802.3af/IEEE 802.3at
standard, up to 30W per PoE port by default, can be customized by Web management software. Dual
redundant power supply design. Ring network application is available.
Packing List

Pack�ng
L�sts

14-Port G�gab�t Managed Industr�al PoE Sw�tch ( KRN-ISW-MHP-0842G )
User Gu�de
Warranty Card

Note: SFP module and power adapter is not included in this package.
Please order it separately.
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